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M50S OPERATING INSTRUCTIONS 


This rifle is shipped from the factory with the gunstock detached from the 
barrel-receiver-boli assembly and trigger housing assembly. Please clean 
the rifle from the excessive oil and grease before using. 


* Assembly 


Remove the barrel hold down screw from the trigger housing hold down 
screw (front). Fit the barrel-receiver and trigger housing assembly оп the 
gunstock. Insert the barrel hold down screw into the trigger guard front hole 
and tighten to nest barrel on the gunstock. 


TO LOAD THE MAGAZINE: Hold magazine box firmly with one hand and 
with the other hand, place cartridge into the magazine throat justin front of 
supporting notch. Push cartridge head down and rearward until cartridge is 
securely locked in-place. A maximum of 30 rounds may be loaded. 


TO ATTACH MAGAZINE: Push magazine into the trigger guard opening, 
until the magazine locks in place. 


TODETACH MAGAZINE: Depress the magazine catch and, simultaneously 
pull the magazine away from the trigger ouard. 


TOMAKE GUN SAFE: Safety lever is atright side of receiver and at the back 
of operating handle. Pull safety towards “S” mark on the receiver. This locks 
trigger and gun cannot be fired. 


TO LOAD CHAMBER: With safety on, insert loaded magazine into the rifle. 
Pull bolt operating handle all the way to the rear and release; allowing bolt 
to move forward under full force of operating springs. Bolt will pick-up a 
cartridge, from the magazine and feed it into the chamber. 


TO FIRE: Be sure the gun is pointed towards a target. Release safety by 
pushing it forward. Pull trigger. Pressure from the burning powder opens bolt, 
ejects empty shell and reloads chamber for the next shot. To repeat, pull 
trigger again. (Gun fires as fast as trigger is pulled until magazine is empty.) 


TO UNLOAD WITHOUT FIRING: Draw safety lever to “S” position. Release 
magazine catch and detach magazine box. Work action several times to 
remove any cartridge from the chamber. Pull bolt operating handle rearward 
and lock itin-the slot provided for on the receiver. Examine chamber to make 
sure gun is empty of cartridges. Empty magazine box may be inserted back 
if desired. 


1. DISASSEMBLY 


A. STOCK AND TRIGGER GUARD HOUSING 
1. Remove magazine by depressing magazine catch. 
2. Remove front screw of trigger guard. Receiver-Barrel assembly may 
now be removed from the stock. 


B. TRIGGER GROUP 
1. Trigger housing may be disassembled by unscrewing the two hold 
down screws. (This step is not advisable unless necessary.) 
2. Punch out trigger stop pin and trigger pin, then remove the trigger. 
3. Remove trigger spring and follower at the rear end of the housing. 


С. BOLT DISASSEMBLY 

1. Loosen receiver cap lock screw and unscrew receiver cap. Be 
careful, as springs inside are under pressure. 

2. Pull out the unit assembly (recoil spring, recoil spring retainer and 
guide sleeve, firing pin spring guide head and stem, firing pin spring.) 
Arrange in order with the receiver cap to avoid confusion during 
reassembly. 


3. With muzzle pointing upwards, fully retract bolt handle towards the ` 


rear end of the receiver slot. 

4. Push the firing pin forward so as to align the tailend approximately 
even with the receiver cap lock screw. (Firing pinis visible and even 
with the rear end of the bolt). 

5. Pull out bolt handle and stud and remove bolt from the receiver. 


D. па JACKET GROUP 
Loosen barrel jacket front and rear bushings retainer screws located 
underneath the bushings. 
2. Pull out the barrel jacket from barrel. To avoid distortion, care must 
be observed in pulling out the barrel jacket assembly. 
NOTE: Removing the barrel jacketassembly is not advisable unless 
itis absolutely necessary. 


1. ASSEMBLY 


A. BOLT ASSEMBLY 

1. Place the firing pin at the rear end of the firing pin slot in the bolt. 

2. Push bolt and firing pin into the receiver, and align bolt, firing pin and 
receiver holes so that bolthandle may be inserted. Slide bolt forward 
with bolt handle until bolt stops against the rebound lever. 

3. While holding back the trigger with one hand, use a nail or any similar 
pointed object to trip the rebound lever, moving it to the rear away 
from the sear in the direction indicated by the arrow on the rebound 
lever. (See small sketch engraved on the trigger housing). 

4. Push bolt.handle forward. Slide the bolt over the rebound lever. 
Release trigger. 

5. Insertrecoil spring guide and retainer sleeve into the opposite end of 
the recoil spring. 

NOTE: Step Nos. 5, 6 and 7 can be by-passed as long as you follow 
instruction іп Step No. 2 for bolt disassembly, keeping these compo- 
nents together and in order. 

6. Insert firing pin spring guide into the firing pin spring. 


7. Insert assembly No. 6 spring end first into the recoil spring through 
the retainer sleeve (shorter sleeve). 

8. Insertthe entire unit shorter sleeve first into the bolt together with the 
receiver cap and compress the springs carefully to return the 
receiver cap into its original position. Tighten the receiver cap lock 
screw. 

9. Pull bolt handle back and forth several times to check the action of 
bolt assembly and trigger assembly. 


B. ge ASSEMBLY 
With gun in upside down position, insert trigger spring follower into 
the trigger spring and mount it into the spring hole. 
2. Insert trigger, locating the catch of the rebound lever with the catch 
of sear. 
Insert trigger stop pin and trigger pivot pin into their respective holes 
Squeeze trigger several times to check action of trigger spring. (Pull 
bolt handle back and forth several times to check the trigger to 
release and cock the firing pin). 


aa 


C. BARREL JACKET ASSEMBLY 
1. Insert the barrel (muzzle first) to the rear end bushing (bigger inside 
diametér) of the barrel jacket. See to it that the barrel jacket front and 
rear bushings screw holes coincides with the retainer screw seat of 
the barrel. 
2. Tighten front and rear bushings retainer set screws. 
CAUTION: 


The safety in your firearms is correctly designed, fitted and tested. 
However, any mechanical device can fail. Never point your firearm at 
anything but a safe target and never rely upon the safety to justify careless 
handling. USE HIGH VELOCITY .22 CALIBER LONG RIFLE CARTRIDGES 
ONLY. 


When loading, pull bolt fully rearward and release to snap sharply 
forward. 


Breech area and magazine should be cleaned thorougilly. 


SPECIFICATIONS 

MODEL : 50S, 22 LR SEMI-AUTOMATIC RIFLE 

MAGAZINE CAPACITY : 25 OR 30 SHOTS 

STOCK : PHILIPPINE MAHOGANY 

SIGHTS : FRONT BEAD RAMP, REAR SIGHT WITH 
SERRATED BLADE FOR ADJUSTABLE EL- 
EVATION. 

BARREL LENGTH : 18-1/4 (463.55 mm) 

OVERALL LENGTH : 37-1/2 (952.50 mm) 

SAFETY : POSITIVE THUMB OPERATED SAFETY 

OTHERS : ORDINANCE STEEL PRECISION RIFLED 
BARREL, 6 GROOVES RIGHT HAND TWIST. 

WEIGHT : (APPROX) 6 Ibs. (2.7 kg) 


PART NAMES PART NOS. 


А ~ BARREL W/ RECEIVER ASSEMBLY 


Barrel Receiver Cross Pin 
Barrel 
Barrel Hold Down Screw .. 
Ejector ч 
Front Sight Ramp... 
Front Sight Screw 
Rear Sight Base... 
Rear Sight Elevating Ramp 
Rear Sight Elev. Ramp Location Bearing . 
Rear Sight Elev. Ramp Bearing Spring ..... 
Peep Block 
Peep Block Pin 
Windage Screw... 
Windage Screw Spring .. 
Flash Deflector 
Flash Deflector Screw ... 
Receiver 
Receiver Cap 
Receiver Cap Lock Screw 


Barrel Jacket Assembly 
a) Barrel Jacket .... 
b) Barrel Jacket Bushing Front. 
с) Barrel Jacket Bushing Rear ...... 50S-0003 


— Barrel Jacket Set Screw (2 pcs./gun) (not shown) . 1609 
BOLT ASSEMBLY 
= БОЙ ———aizcasnsveevtessnedvannvotuncovuscovevd netavedvosact ii a 2018 
Bolt Operating Handle Assembly 
— a) Bolt Operating Handle ... 2019 
— b) Вок Operating Stud ....... 2020 
— c) Bolt Handle Locating Bearing .. 2021 
— d) Bolt Handle Locating Spring 2022 
— Ехігасќог cccccsccssssss 2023 
— Extractor Plunger 2024 
— Extractor Spring 2025 
— Firing Pin.......... 2026 
— Firing Pin Spring . 2027 
Firing Pin Spring Guide Assembly 
— a) Firing Pin Spring Guide Stem 2028 
— b) Firing Pin Spring Guide Head Insert .. 2028-A 
— Recoil Ѕргіпд ......................... 2029 
— Recoil Spring Guide Sleeve . 2030 
— Recoil Spring Retainer Sleeve .... 2031 
TRIGGER HOUSING ASSEMBLY 
— Magazine Catch Assembly 
— a) Magazine Catch .. 2032 
— b) Magazine Catch Button . 2033 
— Magazine Catch Pivot Pin. 2034 
— Magazine Catch Stop Pin.. 2035 
— Magazine Catch Spring ..... 2036 
Safety Latch Assembly 
— а) Safety Latch... 2037 
— b) Safety Latch Button 2038 
— Safety Latch Bearing . 2039 
— Safety Latch Spring 2040 
— Safety Latch Screw. 2041 
= Ѕеаї „г 2042 
— Sear Pivot Pin... 2043 
— Sear Stop Pin 2044 
— Sear Spring .. 2045 
— Sear Spring Pin 2046 
— Trigger Pivot Pin . 2048 
— Trigger Stop Pin 2049 
— Trigger Spring 2050 
— Trigger Spring Follower .. 2051 
— Trigger Housing 2056 


Trigger Assembly 
a) Trigger 
b) Rebound Lever 
c) Rebound Lever Pivot Pin . 
d) Rebound Lever Spring 
ө) Rebound Lever Spring Bearing 
f) Rebound Lever Safety Pin 
Trigger Housing Hold Down Screw Front. 
Trigger Housing Hold Down Screw Front Washer... 
Trigger Housing Hold Down Screw Rear 
Trigger Housing Hold Down Screw Rear Washer ... 


MAGAZINE BOX ASSEMBLY 


— a) Magazine Вох . FS-22 
— b) Magazine Box Inner Strip (not shown) .. FS-23 
-— Magazine Spring ............... FS-26 
— Magazine Spring Retainer 2062 
— Magazine Spring Retainer Pin 2063 
— Magazine Follower 2064 
GUNSTGCK ASSEMBLY 

= ROR PHANG sstasuscsastneessenessvavsvewsnsenenctenaey 2201 
— Butt Plate Retainer Screw 2 pes./gun 2067 
— GUNSIOCK „нанне 505-0006 
— Trigger Сиага................ 2074 
— Trigger Guard Screw Rear 2076 


